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DDC OUC OUTTPPUUTT

CConneonneccttoor tr tyyppee

Mode 4 (DC charging) CCS2, up 
to 500 A / 980 Vdc per cable 
500 A for > 30 mn at 20 ºC 
ambient

OuOuttpuput pt poowweerr 400 kW - 360 kW - 320 kW

PPoowweer mor modudullee
grgraanunullaarritityy

40 kW

OuOuttpuput vt vooltltaagge re raannggee 150 Vdc to 980 Vdc

CCaabblle re reaeacchh
> 3 meter reach, from charger
front to nozzle tip

SSTTRRUCUCTTURE AURE AND PHND PHYYSICSICAAL PRL PROPEOPERRTTIEIESS

EEncnclloosursure mae matteerriiaall
Power coated paint, enclosure in
alloy, galvanized and stainless steel

EEncnclloosursure re raattininggss IP54 / IK10

OOppeerraattiningg
tteempmpeerraattururee

-30 °C to +40 °C (+55 °C with
derating)

StStoorraagge te teempmpeerraattururee -40°C to +70°C

OOppeerraattining humig humiditdityy
20% to 95% relative humidity, non-
condensing

StStoorraagge humie humiditdityy
20% to 85% relative humidity, non-
condensing

CCoooolinlingg Forced ventilation

MMaaxximumimum
instinstaallllaattiion aon altltitituuddee

2000 m

DimeDimensnsiionsons
((W x H x DW x H x D))

866 x 2479 x 1050 mm
960 x 2500 x 1200 mm packed

WWeeiigght (ht (400 k0 kWW)) 780 kg / < 820 kg packed

CCoolloorrss

Body: Traffic white (RAL 9016)
Other: Black grey (RAL7021), Jet
Black (RAL9005)
Most RAL colors and stickering
service available with a minimum
order quantity

EEMC CMC Cllaassssifiificacattiionon Class A

CECERRTTIFIFICICAATTION & CION & COMPLOMPLIIAANCENCE

CE

UKCA

RED Directive 2014/53/EU

CECERRTTIFIFICICAATTION & CION & COMPLOMPLIIAANCENCE

IEC 61851-1: 2017; EN 61851-1: 2019 / IEC 61851-23: 2014;
EN 61851-23: 2014/C1: 2016 / IEC 61851-21-2: 2018; EN
61851-21-2: 2021

DC Meters Class A according to EN50470, with accuracy
better than +/- 2%, 2 possible configurations:
– Eichrecht For Germany and Austria
– MID / LNE (LNE: for France; MID: for the rest of Europe)

CCONNEONNECCTTIIVVIITTYY

AAuutthohorriizzaattiionon

RFID/NFC, Autocharge (MAC Address)
Optional contactless Payment terminal 
with Pinpad, supporting Apple Pay

RFRFID rID reaeaddeerr

Contactless reader RFID/NFC (ISO
14443, ISO 18092, ISO 15693, ISO
18000-3, Calypso, Mifare Ultralight
C, Classic, Desfire)

StStaattuus ins indidicacattiionon
LED strips and rings charging
indicators

HMIHMI
15" IK10 anti-vandalism LCD color
touchscreen

NNeettwwoorrkk
cconneonneccttiionon

CPO Backend via 4G/LTE (3G/2G
Fallback) or Ethernet
EVBox remote monitoring server via
a second modem

CCoommunimmunicacattiionon
pprroottooccool tl to to thehe
bbaacckkeenndd

OCPP 1.6J(2), ready for later software
update to OCPP 2.0.1

CCoommunimmunicacattiionon
pprroottooccool tl to to the EVhe EV

DIN70121, ready for later software
update to Plug & Charge / ISO 15118

AAC INPC INPUUTT

VVooltltaagge re raannggee
400 Vac +/-10% (main)
230 Vac +/-10% (heater)

NumbNumbeer or of pf phahasese 3P + GND (main), 1P + N (heater)

FFrreeququeencncyy 50 Hz

NNoominaminal inpul input ct cururrreentnt 615 A for 400 kW(1), 5.2 A (heater)

PPoowweer fr faaccttoorr > 0.99(1)

PPeaeak ek effifficciieencncyy 95.5% (DC connector / AC input)(1)

SurSurgge pe prrootteeccttiionon
ddeevviiccee

Type 2 / 3P+N / 400V / 20 kA

Technical specifications

(1)For further technical specifications, please refer to the installation manual.
(2)For further technical specifications, please refer to the EVBox DC Firmware guide.

Pending certification completion.

Specifications and performance data contain average values within existing specification tolerances and are subject to change without 
prior notice.
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